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SET INITIAL TEST STAGE COORDINATES 
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PLACE INPUT AND OUTPUT TRAYS ON TEST STAGE 



MOVE PICKUP COLLET TO FIRST COLLET POSITION 



MOVE TEST STAGE TO COORDINATES UNDER PICKUP CAMERA 



VISUALLY ALIGN SELECTED TEST BAR ON INPUT TRAY 



MOVE PICKUP COLLET TO SECOND COLLET POSITION 



PICK UP SELECTED TEST BAR WITH PICKUP COLLET 



VISUALLY ALIGN TEST PEDESTAL 



POSITION SELECTED TEST BAR ON TEST PEDESTAL 



MOVE TEST STAGE TO COORDINATES UNDER TEST CAMERA 



VISUALLY ALIGN THE SELECTED TEST BAR WITH TEST EQUIPMENT 
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FIG. 6 



TEST FIRST CIRCUIT COMPONENT ON SELECTED TEST BAR 



VISUALLY ALIGN NEXT CIRCUIT COMPONENT AND TEST 



MOVE PICKUP COLLET TO FIRST COLLET POSITION 



MOVE TEST STAGE TO COORDINATES UNDER PICKUP CAMERA 



VISUALLY ALIGN SELECTED TEST BAR ON TEST PEDESTAL 



MOVE PICKUP COLLET TO SECOND COLLET POSITION 



PICK UP SELECTED TEST BAR 



VISUALLY ALIGN OUTPUT TRAY WITH PICKUP COLLET 



POSITION SELECTED TEST BAR ON OUTPUT TRAY 
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